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I PLAN STEPS OR LADDER

— 30" x 30" HATCH ON
BRICK CHIMMEY
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~— TW0 LAYERS TAR PAPER
BASKET STRAINER ] BETWEEN WALLS & TOP
CAST IN PLACE CONCRETE A TeAL
VALULT N
ul___' —
7 = NOTE: SEE W/7? FOR
MAINLINE E HATCH, SLAB JOINT, &
LIFTING HOLE INFOR-—
MATICN
6" MINIMUM GRANULAR BRI
BEDDING —— —— S JOINT 2'—07 FROM VAULT
WALL (FOR CI PIPE OMLY)
B x B" S0LD MANSONRY OR 6" O GRAVITY DRAN, BV,
& / D.l., OrR €1, S0IiL
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18 GASKET COMMNECTOR IN
- WALL FOR PWC PIFE,
- HAHNES;-EING I
TABS 3/4° R TFe.
A STEEL PLATE i WOTES:
8 (TYPICAL) 1. BACKFLOW PREVENTER TO BE INSTALLED
) PAINTED B BETWEEN METER & BUILDING.
'
o 2. ALL 8" & 10" PIPE TO BE DUCTILE |
| - ( J IRON.
y I 3. DRAIN LINE SHALL BE ROUTED SO
i L S50 THAT VAULT DRAINS COMPLETELY I
I i BY GRAVITY
@y i 4. FLUSH WATER LINE PRIOR TO
INSTALLATION OF STRAINER AND BACK
1 FLOW PREVENTER,
¥
| 15-tye “= TE RODS TO BE 3/4" @ 5 THE PREFERRED LOCATION FOR THE
' , Vi s e . BACKFLOW PERVENTER AND STRAINERS
- IS5 ABOVE GROUND IN THE BUILDING
PIPING HARNESS (4 REQUIRED EACH END) IT IS TO SERVE.
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